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T. 13 N., R. 83 W., Sixth Principal Meridian, Wyoming. 
 

Chains 

 

The following field notes are those of the remonumentation of the 1/4 sec. cor. 
of secs. 15 and 16, and the 1/4 sec. cor. of secs. 16 and 21, Township 13 North, 
Range 83 West, Sixth Principal Meridian, Wyoming. 
 
The history of surveys pertaining to this remonumentation is as follows: 
 
Donnell Miller originally surveyed the subdivisional lines of T. 13 N., 
R. 83 W. in 1899, Thomas W. Crawford remonumented certain corners in 
1960. 
 
The records of the June 1997 remonumentation field work were destroyed in 
1999. In 2011 the field work of 1997 was validated and deemed correct. 
 
Preliminary to the remonumentation, a diligent search was made for all corners 
and other calls of the field note record. Identified corners were remonumented 
in their original positions.  
______________________________________________________________ 

 
Remonumentation of the 1/4 Sec. Cor. of Secs. 15 and 16, 
T. 13 N., R. 83 W., Sixth Principal Meridian, Wyoming 

_______________________________________________________________ 
 

The 1/4 sec. cor. of secs. 15 and 16, monumented with a granite stone, 
16 X 8 X 5 ins., firmly set, projecting 4 ins. above ground, mkd. 1/4 on 
W. face. 

 
At the corner point 
 
Set an aluminum post, 28 ins. long, 2½ ins. diam., 22 ins. in the 
ground, in a collar of stone, with magnetic aluminum cap mkd  

 
T13N R83W 

1/4 
S 16│S 15 

1997 
 

from which an original bearing tree, 
 

A pine, 16 ins. diam., bears S. 90° E., 23 lks. dist.,  
mkd. 1/4 S 15 BT. (record: S. 85° E, 28 lks. dist.) 

 
from which new bearing trees, 
 

A pine, 5 ins. diam., bears S. 86° W., 44 lks. dist.,  
mkd. 1/4 S16 T13NR83W BT. 
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Remonumentation of the 1/4 Sec. Cor. of Secs. 15 and 16, 
T. 13 N., R. 83 W., Sixth Principal Meridian, Wyoming. 

 
Chains 

 

A spruce, 9 ins. diam., bears N. 48° W., 34 lks. dist.,  
mkd. 1/4 S16 T13NR83W BT. 
 

Bury the original cor. stone and set a fiberglass sign post alongside aluminum 
post. 
 
Cor. is located in a stand of thin pine timber. 
 
The geographic position of this cor., based on NAD83 (CORS2007), and 
determined by Global Positioning System methods, is: 
 
Latitude 41 05' 19.26" N., Longitude 106 43' 45.92" W. 
______________________________________________________________ 
 

Remonumentation of the 1/4 Sec. Cor. of Secs. 16 and 21, 
T. 13 N., R. 83 W., Sixth Principal Meridian, Wyoming 

_______________________________________________________________ 
 

The 1/4 sec. cor. of secs. 16 and 21, monumented with quartz stone, 
15 X 8 X 4 ins., firmly set, in a collar of stone, no marks visible. This 
position is accepted as the best available evidence of the original cor. 
position. 

 
 At the corner point 
 

Set an aluminum post, 28 ins. long, 2½ ins. diam., 23 ins. in the 
ground, in a collar of stone, with magnetic aluminum cap mkd  

 
T13N R 83W 

S 16 
1/4 ──── aaa 

S 21 
1997 

 
from which an original bearing tree, 
 

A root hole, with decayed pine laying on ground, bears 
S. 18° W., 31 lks. dist., no marks visible. (record: 32 lks. dist.) 
 

from which new bearing trees , 
 
A pine, 9 ins. diam., bears S. 41° W., 11 lks. dist.,  
mkd. 1/4 S21 T13NR83W BT. 
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Remonumentation of the 1/4 Sec. Cor. of Secs. 16 and 21, 
T. 13 N., R. 83 W., Sixth Principal Meridian, Wyoming. 

 
Chains 

 

A pine, 8 ins. diam., bears N. 48° W., 12 lks. dist.,  
mkd. 1/4 S16 T13NR83W BT. 
 

Bury the unmarked cor. stone and set a fiberglass sign post alongside the 
aluminum post. 
 
Cor. is located on rocky soil, in a stand of thin pine timber. 

 
The geographic position of this cor., based on NAD83 (CORS2007), and 
determined by Global Positioning System methods, is: 
 
Latitude 41 05' 44.69" N., Longitude 106 43' 11.82" W. 
_______________________________________________________________ 
 
 

GENERAL DESCRIPTION 
 
The area embraced by this remonumentation is situated in Carbon County, 
approximately 10 miles south southeast of Riverside, Wyoming. The terrain is 
mountainous with dense stands of lodge pole pine mixed with aspen, spruce, 
and fir timber with undergrowth consisting of willows, and native grasses. Soil 
is rocky. The area has an average elevation of 9,500 feet above sea level. 
Drainage is southeast into Billie Creek. The area is uninhabited with limited 
access by a few closed timber haul roads, with primary access from FDR 409 
through the northeast portion of section 16. In early 2000, the area suffered an 
epidemic destruction of timber stands from Mountain Pine Beetle destroying 
90% of the pine timber stands. Bearing trees in good condition, marked in 
1997 are now dead in 2011, many have fallen over. At the time of the 2011 
remonumentation validation, extensive logging operations were being done 
throughout the township.  
_______________________________________________________________ 
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