Table 5.7-3 Dose Conversion Factors and Dose Coefficients for the Uranium
Decay Series

Dose Conversio? Factor Dose Coefficient
. (Sv/BQ) (Sv/BQq)

Nuclide Solubility Class Clearance Class

D W Y F M S
U-238 6.62E-7 1.90E-6 3.20E-5 4.9E-7 2.6E-6 7.3E-6
Th-234 NA 8.04E-9 9.47E-9 NA 6.3E-9 7.3E-9
U-234 7.37E-7 2.13E-6 3.58E-5 5.5E-7 3.1E-6 8.5E-6
Th-230 NA 8.80E-5 7.07E-5 NA 4.0E-5 1.3E-5
Ra-226 NA 2.32E-6 NA NA 3.2E-6 NA
Pb-210 3.67E-6 NA NA 8.9E-7 NA NA
Po-210 2.54E-6 2.32E-6 NA 6.0E-7 3.0E-6 NA
U-235 6.85E-7 1.97E-6 3.32E-5 5.1E-7 2.8E-6 7.7E-6
Pa-231 NA 3.47E-4 2.32E-4 NA 1.3E-4 3.2E-5
Ac-227 1.81E-3 4.65E-4 3.49E-4 5.4E-4 2.1E-4 6.6E-5

L NA = not applicable
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